&= BlastBlock

BLASTBLOCK
SOUNDPROOFING

BlastBlock, the high-performance noise insulation material that uses very little
space but has incredible noise reduction capabilities. BlastBlock, Noise Stopper,
Blocks Acoustic Noise, Improved Transmission Loss All-in-one: Noise control,
noise insulation, noise abatement., soundproofing.
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BLASTBLOCK ANTI
DRUMMING ADHESIVE
ENGINE NOISE INSULATION

Is a non-toxic flexible acoustic material that is
easy to install and can be easily cut on-site
with a regular utility knife.

o 100% Recyclable
o Highest Mold Resistance Rating
o High Acoustical Performance Ratings

Good heat and fire resistance elasticity and
tensile strength.

No manufacturing emissions, no waste Frequency (Hz)
pollution, environmental protection and can
be recycled several times.

APPLICATIONS

Automotive insulation

Engine room insulation
Boat/yacht insulation

Machine / equipment insulation
Furniture insulation

Interior design insulation

SPECIFICATIONS STC 29 (Material only)
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Product BlastBlock
Material Mass loaded vinyl, Aluminium a0
Color Black

Size 1200 mm x 600 mm
Thickness Tmm /2mm /3 mm
Weight 16 kg / 3.3 kg / 4.9 kg
Transmission 12dB /19 dB / 29 dB
Loss (dB) 19dB /32 dB

35

30

25

Heat Tolerance (°C) 93°C

UV Resistant Yes

Composition Proprietary mass loaded vinyl
based compound

Sound Transmission Lost dB

o 1side self-adhesive

o Tensile strength min. 510 PSI

o Flammability MVSS 302 - Passes; SAE J 369 FPEFFTETTFFFTITFTTSL S
passes 2.6” per minute

k>

Frequency (Hz)

BlastBlock advises to use only BlastBlock products and accessories
to guarantee the soundproofing results.



