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BLASTBLOCK
SOUNDPROOFING
BlastBlock, the high-performance noise insulation material that uses very little 
space but has incredible noise reduction capabilities. BlastBlock, Noise Stopper, 
Blocks Acoustic Noise, Improved Transmission Loss All-in-one: Noise control, 
noise insulation, noise abatement., soundproofing. 

blast-block.com



A flexible and easy to apply square pad of sound 
and fire rated material.  Self adhering material 
with release paper on both sides.

BlastBlock advises to use only BlastBlock products and accessories 
to guarantee the soundproofing results.

o STC Rating :

o UL Certification :

o Size :

DATA & FEATURES

APPLICATIONS

Most commonly used to wrap electrical outlets and 
other through penetrations for sound and fire rated 
assemblies.

Ref: BA650/21/v2

CAUTION! Do not use internally.
Keep from freezing and sunlight.
KEEP OUT OF REACH OF CHILDREN

At Least STC 62, ASTM C919 and E90

Fire Stop tested up to 4 hours in 
accordance with ASTM E814 (UL 1479) & 
CAN/ULC S115, Wall opening protective 
material tested up to 2 hours in 
accordance with UL 263

18 cm x 18 cm x 0.3 cm
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A flexible and easy to apply square pad of sound and fire rated material.  Self adhering material with release paper on both sides.

BlastBlock advises to use only BlastBlock products and accessories to guarantee the soundproofing results.

STC Rating	:



UL Certification	:











Size 		:

DATA & FEATURES

APPLICATIONS

Most commonly used to wrap electrical outlets and other through penetrations for sound and fire rated assemblies.

Ref: BA650/21/v2

CAUTION! Do not use internally.

Keep from freezing and sunlight.

KEEP OUT OF REACH OF CHILDREN







At Least STC 62, ASTM C919 and E90



Fire Stop tested up to 4 hours in accordance with ASTM E814 (UL 1479) & CAN/ULC S115, Wall opening protective material tested up to 2 hours in accordance with UL 263



18 cm x 18 cm x 0.3 cm
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BlastBlock BV

Van der Takstraat 8 3071 LL Rotterdam
The Netherlands

+31103104928

info@blast-block.com
www.blast-block.com
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