


Acoustically optimized mass loaded vinyl for 
sound blocking, designed for soundproofing, 
very strong and flexible, easy to install

BlastBlock advises to use only BlastBlock products and accessories 
to guarantee the soundproofing results. Ref: BB/IM/21/v2



BlastBlock raadt aan om alleen BlastBlock-producten en accessoires 
te gebruiken om de beste geluidsisolatieresultaten te garanderen.

REQUIRED MATERIAL

o Tape Measure
o Utility Knife
o Screwdriver
o 3/4" Wafer Head Screw
o BB Acoustical Sound 

Sealant
o BB BlastTape

OPTIONAL MATERIAL

o BB Acoustic Sealant Pad

Ref: BB/IM/21/v2



BlastBlock raadt aan om alleen BlastBlock-producten en accessoires 
te gebruiken om de beste geluidsisolatieresultaten te garanderen.

MEASURING AND CUTTING

o Place the roll of BlastBlock on the floor, 
then cut to length

Ref: BB/IM/21/v2

o Use the square when cutting BlastBlock
to length for installation runs



BlastBlock raadt aan om alleen BlastBlock-producten en accessoires 
te gebruiken om de beste geluidsisolatieresultaten te garanderen.

WALL INSTALLATION

o Installing BlastBlock on steel studs is 
the same process as installation on 
wood studs, with a few variations. You 
must of course use self-tapping sheet 
metal screws, with tin caps, fender 
washers, or similar to prevent the 
BlastBlock material from tearing loose 
under its own weight. Metal caps and 
self tapping wafer head screws are 
available from BlastBlock BV.

Ref: BB/IM/21/v2



BlastBlock raadt aan om alleen BlastBlock-producten en accessoires 
te gebruiken om de beste geluidsisolatieresultaten te garanderen. Ref: BB/IM/21/v2

WALL ASSEMBLY



BlastBlock raadt aan om alleen BlastBlock-producten en accessoires 
te gebruiken om de beste geluidsisolatieresultaten te garanderen.

FLOOR ASSEMBLY

o IIC 51 dB
o STC 55

Ref: BB/IM/21/v2
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BLASTBLOCK

INSTALLATION MANUAL

Acoustically optimized mass loaded vinyl for sound blocking, designed for soundproofing, very strong and flexible, easy to install

BlastBlock advises to use only BlastBlock products and accessories to guarantee the soundproofing results.

Ref: BB/IM/21/v2







BlastBlock raadt aan om alleen BlastBlock-producten en accessoires te gebruiken om de beste geluidsisolatieresultaten te garanderen.
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REQUIRED MATERIAL



Tape Measure

Utility Knife

Screwdriver

3/4" Wafer Head Screw

BB Acoustical Sound Sealant

BB BlastTape

OPTIONAL MATERIAL





BB Acoustic Sealant Pad

Ref: BB/IM/21/v2







BlastBlock raadt aan om alleen BlastBlock-producten en accessoires te gebruiken om de beste geluidsisolatieresultaten te garanderen.
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MEASURING AND CUTTING

Place the roll of BlastBlock on the floor, then cut to length
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Use the square when cutting BlastBlock to length for installation runs







BlastBlock raadt aan om alleen BlastBlock-producten en accessoires te gebruiken om de beste geluidsisolatieresultaten te garanderen.
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WALL INSTALLATION

Installing BlastBlock on steel studs is the same process as installation on wood studs, with a few variations. You must of course use self-tapping sheet metal screws, with tin caps, fender washers, or similar to prevent the BlastBlock material from tearing loose under its own weight. Metal caps and self tapping wafer head screws are available from BlastBlock BV.
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BlastBlock BV
Van der Takstraat 8 3071 LL Rotterdam

The Netherlands

+31103104928
info@blast-block.com
www.blast-block.com
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